
ü Line air pressure is completely disconnected from the
cavity during the test sequence. This eliminates any
air supply fluctuations that may cause false failures.

ü Built in autocalibration system ensures that the leak
tester remains within a narrow calibration range
traceable to NIST standards.

ü Industry standard PLC control and operator interfacing
for ease of integration into your manufacturing
process. Off the shelf components for ease of
maintenance and replacement parts.

Leak-Check 2000 leak testers are designed
to meet the needs of the automotive, military
and aerospace industry parts suppliers that
require specific pressures and acceptable leak
rates.

We can accommodate Test Pressures ranging
from 1 - 100 PSI and Test Flow Rates ranging
from 1 - 100 cc/min. or more

This exclusive M.P.T. design delivers accuracy  and repeatibilily while offering  the
lowest maintenance costs and least downtime available anywhere

Reliability and Accuracy made simple

No “ Black Boxes” or
proprietary circuitry



1411 Highway 21 South
Dresden Ontario N0P 1M0

(519) 683-6122  (800) 641-4407 fax: (519) 683-6028
Email: sales@mptinc.com

www.mptinc.com

Ó 2007    M.P.T. Inc.

Contact us today - We can help you with all your test & measurement needs

Visit our website for additional details

Leak-Check 2000 custom built model options include:

All Leak-Check 2000 models are backed by MPT’s industry leading 3 year warranty.

standalone

Or as part of
an automated
assembly +

test cell

Part of a
multistage
testing cell

Available models include:

Mass Flow and Pressure Decay

You choose the
configuration:

Inline or offline


